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SPECIFICATION

FOR
TRADE - SEAL
BUILDING ENVELOPE PENETRATION SEAL
                                                             www.mwnz.com
                          TRADE - SEAL
SPECIFICATION


PRODUCT DESCRIPTION
TRADE-SEAL is a component of the Branz Appraised TEKTON WEATHERIZATION SYSTEM # 621 (2008)
TRADE-SEAL - has been developed as a secondary water ingress protection system for sealing around penetrations through  the building envelope.
TRADE –SEAL is a highly elastic EPDM sleeve fitted with a self adhesive flange that will adhere to most clean and dry substrates. TRADE-SEAL provides an air and moisture seal around pipe and conduit.
TRADE-SEAL must not be considered as a primary flashing.
TRADE-SEAL is covered on the underside by a backing paper that is removed before installation to expose a highly adhesive base.
TRADE-SEAL is available in sizes to fit protrusions from 8mm to 220mm in diameter.

FEATURES AND BENEFITS

· TRADE-SEAL is a one component secondary flashing system.
· TRADE-SEAL can be used on all accepted  building wraps including bituminous paper.
· TRADE-SEAL will adhere to most clean and dry substrates including RAB board.
· TRADE-SEAL requires no adhesives to hold in place.
· TRADE-SEAL can be left exposed to Weather and UV for up to 90 days.
INSTALLATION

· Select appropriate diameter TRADE-SEAL – Collar should be tight

· TRADE-SEAL collar extension can be trimmed to get the best fit

· Ensure the surface to receive the TRADE-SEAL is clean and dry

· Remove backing paper and slide collar over penetration

· Adhere TRADE-SEAL at 45º to aid moisture run off

· Smooth TRADE-SEAL onto substrate to ensure adhesion.

· Push TRADE-SEAL collar back onto penetration to fit cavity width.

STORAGE

Store all materials in a dry place at temperatures between 10º C and 32º C. Do not store in direct sunlight. 
DURABILITY

Provided it is not exposed to the weather or ultra-violet light for more than 90 days  TRADE-SEAL will be durable and serviceable for  at least 15 years. 
SHELF LIFE

The product has a recommended shelf life of two years from date of manufacture.
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